Buried Lead
Pipe Detection
Only Commercially Available Technology That
Locates Buried Lead Pipes, Without Digging
Coppor, Gatvanized, plastic & Lead  OWIORDFISH
Pipe Materials, in a Single Pipe. « SWORDFISH is the world’s first buried lead pipe detection

solution using a low voltage, high frequenty cable fed into pipe
diameters ranging from %% to 3 inches (12mm - 76mm).
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SWORDFISH is based on Electro Scan’s patented machine-
intelligent technology, developed in accordance with the
AWWA M77, Water Main Condition Assessment, to measure
_electrical resistance using to assess buried pipe materials, in-
2" cluding copper, galvanized, plastic, and lead.

; | {8 Copper SWORDFISH’s design enables users to guide the Electro
) | & i @ Copper & Scan probe and cable in and out of the companion service
(x)Galvanized line pipe insertion device.
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X Lead : SWORDFISH readings are captured in real-time with data
' transmitted and processed in Electro Scan’s Critical H,O
cloud application, with results independently verified using a
commercially available lead test kit for 100% verification of
lead pipe.

y —— All data automatically uploaded & stored on

Electro Scan’s Critical Water cloud.
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SWORDFISH confirms lead pipe.

and galvanized pipes requiring replacement
with an approved independent Lead Tesgkit.
Swab testing required after each survey.

A Breakthrough in Buried Lead Pipe Detection — —
Electro Scan’s SWORDFISH is a breakihrough in - Sl TECHNOLOGIES (X) |surcatses

accurately & consistently locating buried lead pipes. T ==k : - S

Using its patented machine-intelligent low-voltage (i.e. . <] Acoustic Monitors _ t D
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Scan developed SWORDFISH to enter pressurized pipes ’ : i
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